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Free-Floating AERO CORE™ Deck Fully Isolated Stander Platform Battery Box


36" 48" 52"


Cutting Height Range 1 – 5" 1 – 5" 1 – 5"


Deck Lift System Quick-Cut™ 
(¼" increments)     


Quick-Cut™ 
(¼” increments)   


Quick-Cut™ 
(¼” increments) 


Deck Construction 7 Gauge - 
AERO CORE™


7 Gauge - 
AERO CORE™


7 Gauge - 
AERO CORE™


Blades (¼" thick, high-lift wings)  (2) 18" (3) 16.5" (3) 18"


Spindles Ductile Iron with 
durable seals


Ductile Iron with 
durable seals


Ductile Iron with 
durable seals


Makes Available Kawasaki™ FS, FX and Kohler®  Confidant options


Hour Meter Digital, Service Alert™ Digital, Service Alert™ Digital, Service Alert™


Operator Controls Quad Lever™ 
Ball Bearing


Quad Lever™ 
Ball Bearing


Quad Lever™ 
Ball Bearing


Hydro Pumps Hydro-Gear® 10 cc Hydro-Gear® 10 cc Hydro-Gear® 10 cc


Wheel Motors Hydro-Gear® 12 cu in Hydro-Gear® 12 cu in Hydro-Gear® 12 cu in


Fuel Capacity 5.5 gal. 5.5 gal. 5.5 gal. 


Drive Tires 18 × 8.5 −10  (4-ply) 18 × 10.5 −10 (4-ply) 18 × 10.5 −10 (4-ply)


Caster Tires 11 × 4 - 5 flat free 11 × 4 - 5 flat free 11 × 4 - 5 flat free


Speed Forward (mph)  8.2 8.2 8.2


Speed Reverse (mph)  3.5  3.5  3.5  


Overall Length 62" 59.75" 59.75" 


Overall Width   
     Deflector Up (Down) 36.5" (49.5") 49" (62") 53" (66")


Dry Weight (lbs) 715 805 815


Many models are offered with rear discharge deck options. For current configurations and engine options see our online price sheet.
Warranty  2-Year Limited Warranty: Covers parts and labor. For further details, see your local Wright dealer.


D
IM


E
N


S
IO


N
S


E
N


G
IN


E
M


O
W


E
R


STANDER I™ SPECS


AVAILABLE NOW AT A WRIGHT DEALER NEAR YOU
For more information, call 301.360.9810 or find our dealer locator at wrightmfg.com/dealer-locator
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