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 TECHNICAL DATA


GS 45DSJAGUAR


Productivity & Convenience


1- HOPPER


2 - KUBOTA V1505 T 45 CV/ 33,57 kW 4-cyl diesel engine, water-cooled


3- PATENTED POWER MIXED ROTOR
New design: 4 rows, 12 hammers with replaceable heads and 6 cutting blades


4 - PILOT SYSTEM Combined machine control and monitoring


5- DRI-SYSTEM NOISE INSULATION CASING permits ease of access to all 
components


6-  PARALLELOGRAM DRAWBAR BRAKED 


7- DUAL CONTROL


POWER MIXED ROTOR


ECO MIXED CHIPS


PILOT SYSTEM


BIO DEGRADABLE 
LUBRICANT


ELECTRIC CONTROL


DRI SYSTEM


180° ADJUSTABLE CHIMNEY


21 4 5 6 73


Product code GSJAGUAR45DS


Engine KUBOTA V1505 T 45 
HP/33,57 kW


Engine swept volume cm3 1498    4-Cyl.


Fuel Diesel


Clutch Hydraulic clutch


Cowling DRI Soundproofing


Admissible diameter 18 cm


Output 32 m3/h


Rotor diameter 560 mm


Rotor weight 150 kg


Hammers 12


Knives 6


Feed roll width 400 mm


Feed conveyor 400 mm


Feed roll diameter 340 mm


No of axles
Allowable road weight axles


1/1800 kg


Tyre dimensions 175R14C


Tank capacity 30 L


Consumption 4 L/h


Mutlidirectional chimney 180°


Chimney outlet height 2330 mm


Machine weight 1365 kg


MMTA trailer approval 1400 kg


Hopper dimensions (LxW) 1600 x 1350 mm


Hopper loading height 760 mm


L x W x H 4430 x 1780 x 2380 mm
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