TS INDUSTRIE"

1- FOLDING HOPPER for transport

2- KOHLER COMMAND PRO D1105T 34 HP / 25,35 kW — 3 Cyl.

TECHNICAL DATA

Ref

Engine

Power

Clutch

Cowling

Engine swept volume cm3
Fuel

Admissible diameter
Disc diameter

Disc weight

Blade

Feed roll width

Feed roll diameter

ts-industrie.eu

WS1635D
KUBOTA D1105T
34 HP/25,3 kW
Engine tension
Metal safety hoods
1123 cm3 3-Cyl
Diesel

16 cm

510 mm

50 kg

2

240 mm

245 mm

3- CUTTING DISC TECHNOLOGY

4- HORIZONTAL FEED ROLLER

No. Of axles
Allowable road weight axles

Tyre dimensions

Tank capacity
Consumption
Multidirectionnal chimney
Chimney outlet height
Machine weight

MMTA trailer approval
Hopper dimensions (LxW)
Hopper loading height
LxWxH

SIOJ®IRIS].

V/00D/SERIES

CUTTING DISC TECHNOLOGY

ECO CHIPS

NO STRESS

270 ° ADJUSTABLE CHIMNEY

FOLDING HOPPER

BIO DEGRADABLE
LUBRICANT

1/1050 kg

155/70 R13

17L

3,8 L/h

270°

2440 mm

745 kg

750 kg

1540 x 1000 mm

700 mm

3920 x 1400 x 2470 mm
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