
		  TECHNICAL DATA

WS 50DT20

Cutting Disc TECHNOLOGY

ECO CHIPS

270 ° ADJUSTABLE CHIMNEY

PILOT SYSTEM

360° ROTATIVE TURNTABLE

SILENT BLOC

FOLDING HOPPER

ELECTRIC CONTROL

ALWAYS READY FOR ACTION

1- KUBOTA V2203 50 HP (35.9 KW) 4-cyl. diesel engine

2- COMPLETE CHIPPER-SHREDDER ROTATABLE AROUND 270° The feed 
hopper is therefore always there where you need it

3- SERVICE HOODS

Quick and easy access to all service points

4- PILOT SYSTEM
Combined machine control and monitoring

5- TANDEM CHASSIS (optional)
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Product code WS2050DT

Engine KUBOTA V2203

Power 50 HP / 37 kW

Clutch Belt tensioner

Engine swept volume cm3 2197 cm3   4 Cyl.

Fuel Diesel

Cowling Polyester resin security 
horsing

Admissible diameter 20 cm

Disc diameter 810 mm

Disc weight 218 kg

Blade 2

Feed roller 2

Feed roll width 310 mm

Feed roll diameter 240 mm

No. Of axles
Allowable road weight axles

1 or 2 (option)
2000 kg or 2x1350 kg (option)

Tyre dimensions 205R14C / 185 R14C

Tank capacity 50L

Consumption 4,1 L/h

Multidirectionnal chimney 270°

Chimney outlet height 2680 mm

Rotating turntable 360°

Machine weight 1990 kg

MMTA trailer approval 2000 or 2200 kg

Hopper dimensions (LxW) 1540 x 1290 mm

Hopper loading height 870 mm

L x W x H 4800 x 2000 x 2760 mm

Wheel chock Standard


