
the worker is king

Quick-Clean

The Quickclean has been developed with 4 requirements in our minds: the quality of the operation after the 
cleaning, high operating speed, reliability and the price of these requirements must be competitive with the 
market. Since we are contractors ourselves, as well as being developers of machines, we think that the last 
three requirements are as important as the first one. Our synthetic turf cleaner has a straightforward and simple 
operational principle. Within two minutes the machine is hitched, and you can start your operation. Because of 
the high operating speed (max. 5 km/h) you can finish your operation quickly and effectively.

You can install the operating depth 
by means of turning in or out the two 
adjustable front wheels. These are easily 
changed on site with no additional tools. 
Since we support quality, the design and 
execution of the driving mechanism is 
robust and reliable. 

The synthetic turf brush will brush the infill material with all the 
contamination that it is containing and will cast it on a vibrating 
screen. Depending on the type of pitch that you are cleaning, you 
attach one of the three types of screens (rough to fine). The coarse 
dirt will be moved to the collection container, dust and other light-
weight dirt will be absorbed by a suction unit with a dust bag. The 
content of the collection container can be emptied in a regular 
waste container, the full dust bag can be disposed and replaced.
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Quick-Clean
Specifications:

Type QC120 QC150 QC180

Working width 120 cm / 47” 150 cm / 59” 180 cm / 71”

Working depth 0-3 cm / 0-1” 0-3 cm / 0-1” 0-3 cm / 0-1”

Dimensions (l x w x h) 160 x 180 x 90 cm / 
63 x 71 x 35”

160 x 180 x 90 cm / 
63 x 71 x 35”

160 x 200 x 90 cm / 
63 x 79 x 35”

Weight 390 kg / 860 lbs 465 kg / 1030 lbs 550 kg / 1215 lbs

Power requirement > 30 hp > 35 hp > 40 hp

Linkage Standard three-point 
hitch cat I-II

Standard three-point 
hitch cat I-II

Standard three-point 
hitch cat I-II

Capacity collection container 34 litres 42 litres 52 litres
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